3dB 90° 180 ° Hybrid

Model: MHC8-020080

180deg Hybrid Coupler

Features

1. 0.7-40GHz Ultra-wide Operating Frequency Band

Coverage

2. Low VSWR, High Isolation,
4. Good Phase Balance

OutlineDrawing Unit: mm

- MICROOT

Microot Microwave co., Ltd.

Elec. Spec. "500" Inauirv |

Freq. Range (GHz) 2~ 18

Isolator (dB) Min 16

Amp. Bal. ( dB) Max +0.6

CW Power (W) Max 20

Connector SMA-Female

Storage Temp.(°C) -55~+85

at
Hﬁﬂ?ﬂ_ M3X6mm, B4k

34,

j: ¢i> 254— 26
l%.? 715
)
—k dsa
18. 57.7 I_.l._._l
A
’ ) BN
180 0 1|‘1

—— 2 HERAL, @2, Bom,

il

2hb, 1535

—

7.2 -
\—Iﬂiﬂﬂﬁi‘k, G

Add: #D505,Dahecang, No.511,Xingshi Rd,Western Section 1,3rd Ringroad, Chengdu,CHINA
Tel: 86-28-85542308, Fax: 86-28-85007280, E-mail: info@mic-root.com,Website: www.mic-root.com



